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The GeoCarb Mission:
Measuring Carbon Trace Gases and Vegetation Health from Space

Principal Investigator Berrien Moore, University of Oklahoma

Technology
Development

Lockheed Martin Advanced Technology Center

Host Spacecraft &

Mission Ops SSE Government Solutions

Instrument Single slit, 4-Channel IR Scanning Littrow
Spectrometer

Bands 0.76um, 1.61um, 2.06um and 2.32um

Gases 0,, CO,, CO, CH, & Solar Induced Fluorescence

Mass 138 kg (CBE)
Dimensions 13mx1.14mx1.3m
Power 128W (CBE)

Data Rate 10 Mbps

Daily ~10,000,000 soundings per day
Soundings CONUS > once per day
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GeoCarb Instrument
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Instrument: Lessons Learned from OCO and OCO-2

Light enters from the
direction of the viewer

Cold Bench
Aperture Window

Slit

Gratings




Pre-Flight Instrument
Characterization and Calibration

Pre-flight testing quantifies key
Instrument performance and knowledge
parameters

— Geometric \
 Field of view, Bore-sight alignment
— Radiometric
 Zero-level offset (bias)
« Gain, Gain non-linearity
— Spectroscopic
 Spectral range, resolution,
sampling
* Instrument Line Shape (ILS)
— Polarization

— Instrument stability

Lockheed Martin, July 2017



Optical Ground Support Equipment

This test employed four types of optical ground support equipment

« Collimator: spatially-defined continuum and laser light sources to
— Establish the spectrometer focus
— Define the instrument field of view (including slit alignment, spatial stray light)
— Define the spectrometer instrument line shape and spectral scattered light
— Determine the angle of polarization

« Integrating Sphere: spatially uniform continuum light sources to

— Characterize and calibrate radiometric performance (minimum and maximum
measureable signal, radiometric gain and its linearity, signal to noise ratio)

— Provide a baseline for the pixel-to-pixel variability in gain
« Step-scan FTS: for assessing spectral stray light rejection

« Heliostat: acquire atmospheric spectra using direct sunlight
— Validate the instrument line shape and dispersion
— Test the instrument linearity and transient response over a range of illumination levels

— Provide an end-to-end test of instrument calibration & retrieval algorithm performance,
through comparisons with TCCON XCO2 retrievals

Lockheed Martin, July 2017



Calibration Deck

Collimator

Integrating
Sphere

Matador Cape

Lockheed Martin, July 2017




Requirement

Slit Width

Geometric: Slit Alignment

Value

< 2 mrad

Measured

~0.5 mrad (typical)
0.7 mrad (worst case)

Notes

~3x Margin

Slit Misalignment

< 0.26 mrad

~0.1 mrad (typical)
0.15 mrad (worst case)

~70% Margin

Slit centroid della (band - band) (mrad)

0.05 - =
| 1 1 1
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Rows
Test: 0253, Color slice (area normalized): row=100
ET T 7 = T T
0.05 & =
E [ ] 3

Normalized response (arb. units)

Test: 0260, Relative slit alignment
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Lockheed Martin, July 2017

Test: 0260, Slit image (rows not measured="yellow")

r 1.59

- 0.00

'
—
(6
(&)]

110
Rows

219

Impacts of slit misalignment and scene non-uniformity mitigated by defocusing the entrance telescope.

Collimator slit position (mrad)



Radiometric Calibration with the
Integrating Sphere

I 1T T 7 1T T 1
e LI * * *Sphere Spectrum All Lamps |
1.4x10 N — ABO2 Dynamic Range
e . — WCO2 Dynamic Range
P - —— SCO2 Dynamic Range
% 1.2x10° [~ - Scaled 5778 K Blackbody
s L/} .
e 1oa0” T—§ : ]
» -/ . 7
= — / N -1
2 [ K
2 20 | / g ]
8 8.0x10° [T : ]
@ [/ : ]
g b : -
8 - I A
3 6.0x10” [~ : ]
< - : i
E 20 n : ]
o 4.0x107 [— . ]
i L ] |
°© :
IR -
» 2.0x10™ [ ]
0 Ml I M R [ _
0.5 1.0 1.5 2.0 2.5

Wavelength (um)

An integrating sphere with 10 lamps (one of which had a variable aperture) was the
primary tool used for calibrating the radiometric performance of the instrument. The
performance of the sphere (installed above the TV chamber in the TV test
configuration) was calibrated in collaboration with NIST.

Lockheed Martin, July 2017



Radiometric: Dynamic Range

Requirement Value Measured Notes

Max Measureable Signal — A-band >14x10%t* | ~1.8x 10%t* [« ~30% Margin

* Very large margins
» Sphere isn’t bright
enough to saturate the

Max Measureable Signal — Weak CO, >49x10%0* | >8.7 x 1021 *

Max Measureable Signal — Strong CO, | >2.5x102°* | >3.8x 102! * detectors in CO,
channels
ABO2 Col 300 Row 50 MeasurableSignalMaxObserved = 1.9639807e+21
3.0x10° T T T T T 1.4x10" T T T
25%10° [ 1 Wl
. ‘,w/)‘ 13x10"" |
20=10° ]
Z 15x10° | ]
© =
g 2 t2xt0” |
= 10x10° [ =
©
50x10° | .
11x10" |
048 MaxMS
50x10° e L — — L . 1.0x10" e s — — - :
0 5.0x10° 1.0x10" 15x10” 20x10" 25x10" 3.0x10” 0 5.0x10° 1.0x10" 15x107 20x10" 25x10" 30x107
Radiance rm “sr ' um 's7) Radiance prm “sr ' um 57}

* OCO Radiance Units are: photons/m?/sr/um/s

Lockheed Martin, July 2017



Radiometric: Signal-to-Noise Ratio at
Nominal Signal

Requirement Measured
. : : At 5.9 x 1019
Signal-to-Noise Ratio — A-band > 290 302 - 361 I
. : . At 2.1 x 1019
Signal-to-Noise Ratio — Weak CO, > 270 369 - 441 photons/ma/sr/ums
: : : At 1.1 x 10%°
Signal-to-Noise Ratio — Strong CO, > 190 267 - 350 photons/ma/srium/s
ABO2 Nominal Radiance: 5% = 301.6, 50% = 342.9, 95% = 360.6 WCO2 Nominal Radiance: 5% = 369.0, 50% = 416.6, 95% = 441.0
T T T T " 13INs8g T  "_TI ] T TLSONSBA T r T T T
1000 - = 800
& 800 ? _ & 600 ;
g 600 E g
3 - 1 @ 400
Y400 H4 % [
200 |- E 200 [
o 2(IJO T Qéo — 3(30 ' 35I.o E— i 'ﬂlJo‘ T 200 w0 4c|)o """"

SNR From Direct Measurement Evaluated at N = 5.8e19

SCO2 Nominal Radiance: 5% = 266.6 , 50% = 308.9, 95% = 350.4

SNR From Direct Measurement Evaluated at N = 2.1e18

500
400 £

300 £

Frequency

200 E

100 £

HELEELNEE:: T

100

Lockheed Martin, July 2017

150 200 250 300
SNR From Direct Measurement Evaluated at N = 1.1e18

350




Spectroscopic: Spectral Range

Requirement Value Measured Notes
Spectral Range — A-band 758 t0 772 nm 757.6 —772.6 nm

Spectral Range — Weak CO, | 1,594 -1,619 nm | 1,590.6 - 1,621.8 nm
Spectral Range — Strong CO, | 2,045 -2,082 nm | 2,043.1 — 2083.3 nm

Bands are well centered for
0OCO-2

Spectral dispersion and fit, footprint = 3

! I I I | T
| weew
——— sinorder
wleng
0770 —
1 Spectral dispersion and fit, footprint = 3
[ 71 i T | T I L |
E r 1 [ o & @ ]
= d 1620 — |——— 4thorderfit ]
£ / F=cd - o wmwlength spo - == ms s im s s s e m e
§ 0765 L ]
] - - 1 + * ]
s | | il ] Spectral dispersion and fit, footprint = 3
| | c ] L L D R
| i E 1610 - F oo 8o e
= C ] [T ]— sthoerit  [r=rmrmimimimim s s s s s m s =
0760 |- | £ r p ] 208 = (7 aveiengin spuc /' .
5 - - - F » ]
3 1 o 1605 — -~ = F 1
L. :r 2 ] s ~ ]
"""""""""""""""""""""""""""""""" 7 = [ / ] L .,l"/ ]
ST S I TN SN TN (NN SN W (S SR S N NN o 1 F - E
0 200 400 600 800 1000 1.600 — . ] _ 207 E
Column # r /’ £ c ]
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r ] £ F - .
1595 — —1 F
i-'-"/-.'/-""""""‘"""""""""""""""""""‘, % L ./.
L ] 2 208 . 3
L ] z F
1500 [ | | | I [] E '/
L L L L L 3 -
0 200 400 600 BOO 1000 L /
Column #

“+

Lockheed Martin, July 2017



Requirement

Spectral Resolution — A-band

Value

> 17,000

Measured

17,500 - 18,500

Spectroscopic: Spectral Resolution

Notes

Resolving power is slightly

Spectral Resolution — Weak CO,

> 20,000

19,100 - 20,500

low in CO2 channels. L2
Algorithm Team found found
no impact on OCO-2 Level 1

Spectral Resolution — Strong CO,

> 20,000

19,700 - 19,900

requirements

Spectral Resolution

WGCO2 FP 4
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— /AL
| —
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. |
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Lockheed Martin, July 2017
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Characterizing the Instrument Line
Shage (ILS) with Tunable Diode Lasers

1.0 [ ! '. 5 \‘g > ” . " - : L ‘ x Ay &a 10" ?' L I 'ﬁ‘ LI B B I(l:: 1o E| T T 01 T R ITECW) |E
: ISRV AV A RTAR 9 10“;5 5 % g 10" .
gor LwE T E E
é 0.4 :— lT'é 10° ;E & g 10° :E -
2t 2 [ e z -
“E 0t 10" o e
0'0__| | |-|| | || e=lniaz) :I T N A T N TR S T N TN T S NN S N .5:| T T T \:
2.0616 2.0617 2.0618 2.0619 5 o010 00005 0.0000 0.0005 0 Yooto  -0.0005 0.0000 0.0005 0.0010
Wavelength (um) A (um) AZ (um)
Record Laser Diode Scans Combine measurements Produce a smooth fit to the
over 5-10 adjacent spectral from all scans of each combined data set for each
samples at 40 to 50 spectral sample within each sample.
wavelengths ranges scan range to create a over-
throughout each channel. sampled combined dataset

Finally, the ILS was assumed to vary smoothly over each channel such that the
mean ILS recorded for each 5-10 sample range can be attributed to the center
wavelength of that range, and the ILS of intermediate samples can be linearly
interpolated between these ranges. The ILS of each spectral sample is then
described on a un-equally-spaced 200-point grid (see red dashes in figure above).

Lockheed Martin, July 2017



Spectroscopic; Instrument Line Shapes

« Examples of tunable diode lasers scans across
Test 6842/01A08, Laser stabilization: footprint = 3, representative column = 793
G T T T T ———— T T each of the three spectral ranges.
E 17 +w |LSdata =
E 1 ] Y I 1 | asPgrid é - -
E Siompoa | 3 « This method could characterize the ILS shape
— 10" & ] ! = 1
§%F g over a dynamic range of 1000 to 10000.
: [ blepd grid | blend grid 1
i i 1 | 1
210°E I =
g8 [ ‘
% L : : Test 6B42/01A08, Laser stabilization: footprint = 3, representative column = B31
%m.a? : : L I
E £ | 1 10" = 1 O QwllSdat =
E . E I LT 1 sAegria 3
i 1 - 1 1 LS interpolation
10 T I 1 T
3 1 T ] 1 1 -
= 1 1 % 1 1 1 3
L . L : e bignd grid blepdgid
10-00004 -0.0002 0.0000 0.0002 % 102 I
Al (um) 3 E |
é r ! Test 684 2/01A06, Laser stabilization: footprint = 4, representative column = 814
& 5 l
'é 1 ____I'l‘ L AT (T T = = ST T haa '|'f_
These results provided valuable information about the S °°F : O F f e E
ILS shape, width (resolving power) and dispersion, but E ! ILS interpalation
these results were not adequate to meet the OCO-2 2t % N
requirements 10* 3 7 10 E_ -
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5 ‘ 2 107 k- -
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E 1 1
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Lockheed Martin, July 2017



Verifying the ILS with Direct Solar
Measurements

Q Heliostat
Fold Mirror |/ /\ Tracking

: — Roof
| Fold Mirror |\\—\ | Diffuser
0CO-2 JPL test
Instrument facility

Vacuum
Chamber

A heliostat on the roof of the building housing the thermos vacuum chamber
allowed the acquisition of spectra of direct sunlight. Simultaneous observations
from a nearby TCCON station served as a high resolution reference standard.

Lockheed Martin, July 2017



Pre-flight Heliostat/ TCCON Observations
Verify End-to-End Instrument Performance

Observations of the sun with the flight instrument taken during TVAC tests
provide an end-to-end verification of the instrument performance.

A 1.6 pm CO,

raw FTS: asc_jf20120421sgeeaa 044

o

OCO Heliostat (/Sun/1614)- asc_jf20120421sgeeaa 044, footprint = 3

[ . ' U 201311214.7241 1

10 . -
| y B
08— ’ | | -

i A B
TV Chamber P~ | g
with "‘I\ 1 = e S 2 E 06
Fllght,lnstrumen;‘ g _ . T . ‘ = g : |
> “:."»"., 5,“7 _
T 0OCO-2

............................. (P el
60 161 162 63

Wavelength («m)

21 April 2012

Lockheed Martin, July 2017



Example of OCO-2/TCCON Fits

e W“MPW‘““" E « TCCON spectra (R ~ 200,000)

3 MWWW J w E were convolved with the OCO-2 ILS

2uE L\W AN e fits derived from the laser diode

e B 3 measurements and compared to

for vﬂ WWWW Wwwk \JW’V'W Wwv : the spectra recorded by the OCO-2

i | opes 3 instrument

gub N M"W“W ﬂm[ ~ Whmwwﬂﬁw o . St_ro_ng solar lines had to be

e | = eliminated from these fits because

El e the TCCON and OCO-2 sample the

g T T T TR A T R R T TS T I T T T R T solar disk in differently

e M\,l Ay MW'WWW\WWV‘W"MI E — TCCON observes only the middle

_|||| L wekcoma ~10% of the solar disk
e — OCO-2 samples the complete disk,

Fost 9 including the solar limbs, and thus

: MWWW}WWWMWNWNWW\WWVW E sees lines with more Doppler

) 33: ........ dahlLl L i L LR e 5 o A broadening'

3 h WM U - I;l """" o « Typical residuals were < 0.5% after

_jj: Wﬂwww“’ e UL VL an optimization step (ILS width and

- EN I i i e RS dispersion adjusted)

Wavalanath (m)

Lockheed Martin, July 2017



CO, Column Retrievals from the

trong CO, (SCO2) Channel at 2.06 pm

CO2 columns, L2 code, TCCON used 4853 window, LM, 0.99 scaling

1 1 1 1 1 1 1 1 1 1 ‘ 2 plumes
| | | | | | | | | | | (also visible
in TCCON
8.2% » CO, CH4 and
H,O)!
TCCON"

2 815

2

S

c

£

=

8 81

g

@

< T~ 0CO-2

o)

O 8.05

8 Footprint 1 not fully
T~ illuminated

7.95 : : :
14:.00 15:00 16:00 17:00 18:00 19:00 20:00 21:.00 22:00 23 00 00 00 01:00 02:00
time (UTC)

7 of the 8 footprints in the SCO2 channel produce CO, column estimates within £0.25%.
+«TCCON does not use this channel to retrieve X.,. This is a custom retrieval by D. Wunch.

Lockheed Martin, July 2017



Verifying Radiometric Calibration:
The On-board Calibration System

Closed for lamp The on-board calibration (OBC) system
calibration consists of a rotating calibration paddle
that carries:

* an aperture cover, with a reflective
diffuser illuminated by on-board lamps
for monitoring pixel-to-pixel variations

« Atransmission diffuser for making
observations of the solar disk for
monitoring radiometric calibration

Open for
Science
observations
J

0O, A-Band

e Strong CO,

Te|escope baffle assemb|y, b

Reflective diffuser showing lamps for flat fields Lamp “flat fields” from each channel.

Lockheed Martin, July 2017


http://lenday.com/OCO.OSC.HighBay.2008.04.16/full/OCO.OSC.HighBay.2008.04.16.001.jpg
http://lenday.com/OCO.OSC.HighBay.2008.04.16/full/OCO.OSC.HighBay.2008.04.17.002.jpg

Routine Calibration (every orbit)

« OCO-2 will look at the sun through a solar
diffuser

« Dark calibration with aperture door closed -3

and lamps off

Special Calibration Activities
« Solar Doppler calibration

— Observe sun through an entire daylight
side of an orbit to calibrate ILS

— once every six months)

« Lunar calibration required for absolute and
relative pointing

— Verifies alignment between instrument
bore sight and the star tracker.

— Used in radiance calibration
— performed once every lunar month

Lockheed Martin, July 2017

On-orbit Calibration Operations

CAL(limb)

T, i

CAL(dark) ___

CAL(lamps)

STANDBY/ 7 Routine

STANDBY [ Calibration
OPERATE [

Star Tracker FOV

X
P
P8

Lunar Cal

Instrument,
Boresite

Lunar Calibration



!3 Vicarious Calibration in Railroad Valley

Carb
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Vicarious Calibration Campaigns in Railroad Valley have continued to play a
critical role in GOSAT inflight calibration, and now play a similar role for OCO-2.

Lockheed Martin, July 2017



Launch — And the show begins!

Lift-off at 2:56 am
PDT, 02 July 2014

Lockheed Martin, July 2017

Credit: Bill Ingalls, NASA

Separation!

Joining the -Train
3 August 2014




The Lake Maracaibo Incident, 7 Aug 2014

 An unexpectedly bright reflection off Lake Maracaibo in
Venezuela saturated all 3 detectors, leading to concerns about
instrument safety

e Changes to the glint pointing offset were considered, but then
rejected since the incident posed no danger to the system, and
any change would reduce signal levels at high latitudes

72°00'00°'W  71°50'00°'W 71°40'00"W 71°30'00'W 71°20'00'W

| 4
R TR

e Place: Lake
Maracaibo,
Venezuela

e Date and Time:
— 7 August 2014
- 18:11:00.666 UTC




DN Science (column = 131, 97, 115)
i/~ \ start time stamp: 2017-07-02T00:00:00.000Z

A-band (DN)
w B wv

Weak (DN)

= N W Rk U O = N W R U O = N
L T

Strong (DN)

2 18 2
UTC Time (hours)

Plot generated at: 2017-07-04T19:51:562

OO
< 3
(o]

+ color_slice_data_o2 + + color_slice_data_weak_co2 + + color_slice_data_strong_co2

Lockheed Martin, July 2017

Possible Saturation Event:
July 2, 2017, Orbit 15958

15958

m—

2

Saturation event(s) for 2017-07-02. Orbit:

A bright ocean glint
exposure southeast of
Japan exceeded the
saturation warning
limits. These events

are more common
during the summer
due to the sun’s beta-
angle.



Cosmic rays a particular problem, especially on orbits that pass through the
South Atlantic Anomaly (i.e. just about every orbit over South America)

~—r

meas-mod < 10sigma (A-band)

1000 1001 1002 1003 1004 1006 1007 1008 1009 1011 1012 1013 1014 1016

« The largest effects are
seen in the O, A-band.

* An algorithm to screen
the specific colors
affected by cosmic rays !
has been implemented.

Lockheed Martin, July 2017
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100 200 300 400 500 EOO 700 800 900 1000

OCO-2 A-band spectra from the South Atlantic Anomaly



Bad Pixels

The number of bad pixels increased substantially between the pre-flight
testing (April 2012) and launch (July 2014)

— Improved bad pixel maps were an early focus of Calibration team

ABOZ FP3 018 Frama 5847 - Wed Aug 60478 55 2014
"”"""'"'"”"'7"'"’;":’}'Z'T_T-’f:",'\_”"?’?."'lﬁ_"“‘:'"‘-1"’1?',".3_1"'"!"‘)
o Tl oate 3 “

5/8/8 + OBA Coel + LP Dslta [59.9
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o
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Bad pixels (left) are shown along with their associated bad samples (right) for
the A-Band (top), Weak CO,, (middle) and Strong CO, (bottom) channels

Lockheed Martin, July 2017



 The OCO-2 FPA's are rotated slightly
with respect to the slit and grating

« With these FPA Clocking Errors, the FPA
rows recording a given spatial footprint
varies across the spectral range
(columns)

» To record the same spatial footprint
across an entire spectrum, the starting
pixel of each spatial footprint can be
adjusted from one column (wavelength)
to another (by one pixel)

Lockheed Martin, July 2017

Row / Spatial Dimension

Spectral Residual (%)

Radiance Discontinuities due to FPA
Rotation (Clocking)

T IR TR NI LR LR LR LR LR

"°E Déta Psu ru ected-reference) (hPa): -0.71 Max Abs. Corr Ratio-1: -0.01813
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u%www bt g WWWW%
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02 A-band  2014102104342773

0.7600 0.7620 0.7640 7660 0.7580 07700
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1.61
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A-Band Channel Sensitivity Variations

» The sensitivity of the OCO-2 ABOZ2 channel has varied over time,
while the WCO2 and SCO2 show much less variability

« The ABOZ2 sensitivity degradation has two components

— A “fast degradation” reversed by decontamination activities

« This component has been attributed to temporary degradation of
the anti-reflection coating on the A-band focal plane array
detector (FPA) due to the accumulation of a thin (< 100 nm) layer
of ice on the FPA

— A monotonic “slow degradation”

 Lunar and Vicarious Calibration measurements indicate that this
change is due to degradation of the solar diffuser rather than a
throughput loss in the instrument

Lockheed Martin, July 2017



Median Relative Solar Radiance (Corrected)
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Observations of diffuse sunlight obtained on each orbit show systematic
decreases in the throughput of the O2 A-band channel (blue points) between
decontamination cycles (grey bars). The weak and strong CO2 channels (green
and red points) show much less variation.

Lockheed Martin, July 2017



Correcting for the impact of ice
accumulation on the FPAs

« The “fast degradation is associated with ~ codFiter Cold Fitter &
ice accumulation on the A-band (ABO2)
as \ /f as = al = =
focal plane array (FPA), that degrades e Mesk .l | |
. . AR Coating AR Coating
the performance of the anti-reflection e S —"
coating
pre-v8 Apply EOF results: O2A Alb Slope
* The ice contamination also introduces a — T
scattered light that introduces a zero B “
level offset (ZLO), which in turn -t ”f
introduces artifacts in the SIF and —HE R
aerosol retrievals

 Both the reduced signal and the zero
level associated with ice accumulation
and the ZLO produced by the scattered
light are corrected in version 8 L1B v
radiances
T e

C(-O2need Martin, July 2017
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FPA Ice Accumulation Rate
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The ice accumulation rate on the ABO2 FPA continues to decrease with time.

Lockheed Martin, July 2017



ABO2 Slow Degradation

Slow Degradation of the Solar Diffuser

WCO2 Slow Degradation
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Monthly Lunar observations show that the “slow degradation” is primarily due to
secular changes in the solar diffuser rather than then science optical path.

Lockheed Martin, July 2017



The solar diffuser consists of a pair of
plates with a series of pin holes that
are offset from each other, with a gold
coated internal surface

Lockheed Martin, July 2017
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Cartoon showing basic
principle only

The Slow Degradation Mechanism

Hypothesis;

As solar UV interacts
with contaminants on
the gold coated inter
surface, it causes
darkening.

The most severe
darkening is
expected in the
ABO2 Channel

The rate of the
darkening is uniform,
but could not be
predicted prior to
launch.



The 2017 Railroad Valley Campaign
was a Success

« Team deployed in RRV on 25-30 June

— Ground based data collected on 25 (“training day”),
26, 27, 29 and 30 June

— No rain and cloud-free skies on 25-23 June
« Slightly hazy on 6/26
— Alpha Jet not available

« OCO-2 Target Observations
— 2017-06-25 14:05:28 PDT (2017-06-25 21:05:28 UTC)
— 2017-06-27 13:53:08 PDT (2017-06-27 20:53:08 UTC) & S Y "
— 2017-06-29 13:41:00 PDT (2017-06-29 20:41:00 UTC)

ASD coss comparison for site
M3 on 6/30

« GOSAT Target Observations e
— Path 36 (east: forward scattering) on 2017-06-26 and h | ‘ :
2017-06-29 (“Golden Day”) Pl tepoodidind
— Path 37 (west, backscattering)on 2017-06-27 (Silver | ooy
day) and 2017-06-30 29 ;gﬁ,i

+ Followed by a 1-day Salton Sea Campaign iy GOSAT Degradation

Lockheed Martin, July 2017



Summary

 The OCO-2 instrument was extensively characterized and calibrated prior
to launch

« As always happens, the instrument you test on the ground is not the one
that arrives in space

— Significant increase in bad pixels in CO, bands
— Sensitivity to non-uniformly illuminated footprints
« QOccasionally, you miss things in ground testing
— Performance reserve is a major contributor to mission success

» Characterizing and correcting for these issues on orbit has been a
challenge, but has been enabled by a robust calibration program

« GeoCarb will face many of these challenges, as well as others associated
with:
— The 2.3 micron channel, which is not shared by OCO-2
— Those specific to its geostationary vantage point

Lockheed Martin, July 2017



